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Chapter 6 Line Styles

Overview

Microstation comes with 8 standard Line Styles, which is
usually enough for only the most basic Microstation drawing.
Custom Line Styles are Microstation’s way of creating other
Line Style for specific purposes. Line Styles for utilities that
have text imbedded in the line, fence Line Style with X’s
along it are examples of Line Styles that can be created.
Custom Line Styles, unlike the fonts discussed in chapter 5,
are still contained in resource files with the extension .rsc.
The only change will be how we access custom line styles for
use and viewing prior to placing. This chapter contains
information about these resource files including:

Names

Locations

Descriptions

Workflow for attaching resource file

Workflow for creating basic custom Line Styles

Line Styles

There are many custom Line Styles in use at EFLHD. There
are multiple standard Line Style resource files. They are
automatically read by Microstation and will be shown as
available Line Styles, provided your machine is properly
configured. These files will be attached when entering
Microstation through a project configuration variable and the
use of these will be seamless.

The EFLHD custom Line Style resource files can be found on
the EFLHD designer’s local computer at:

M:\Cadd_resource_v8\X_30\Standards\Resources

For consultants, EFLHD line style resources files are available
through the CADD_Resources_V8.zip download.

Selecting custom Line Styles in Microstation V8 is a simple
process as each Line Style found in the attached .rsc file will
automatically show up in the Line Styles dropdown menu, as
shown below.
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Figure 6-1: Select Custom Line Style

Each of the Line Styles available may be selected by using the
scroll bar to find and select the desired Line Style.

As shown above, there is also a selection for ByLevel. This
allows a Line Style to be attached to a particular level.
Setting the level as the active level will automatically select
the Line Style as set in the level library. See chapter 9,
Levels and Symbology, for more information on ByLevel

attributes.

To view a custom Line Style before placing, select
Element>Line Styles=Custom, as shown below.

Element

B-spline and 30
Cells
Dimension Styles

e s | Guston |

Multiine Styles Edit
Tags 4

Text Styles

Information Ctrl+l

Figure 6-2: Element Menu
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With the dialog box for custom Line Styles, shown below, you
have the ability to select Line Styles and set Line Style scales.

& Line Styles
Naes ﬂ Width -
Break Line [ Drigir:
CL [ End
CurbGutter
Cut [ Scale factar;

DepContour ]
Dirnenzion | nside ﬂ shift: M

hpbzilinestyles 3-30-04\propozedhedot_roadway. rec

y

Click to Activate [break compound]

Figure 6-3: Custom Line Styles

For EFLHD employees, custom Line Styles are
automatically attached while opening a design file
using the Project Configuration (*.pcf). If the correct
Line Styles is not displaying, contact CADD support
to have this setup.

N,
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Line Style Diagrams

See figures below for view of each Line Style in use at EFLHD.

Line Style
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Figure 6-4: Line Style Diagram
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Figure 6-5: Line Style Diagram
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Figure 6-6: Line Style Diagram
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Figure 6-7: Line Style Diagram
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Line Style
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Figure 6-8: Line Style Diagram
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Workflow 1: Resource file setup

1. Download CADD_Resources V8.zip from the
EFLHD web site.

2. As this file is specific to EFLHD projects the
user should leave this in the
M:\Cadd_resource_v8\X 30\Standards\Res
ources directory.

3. In Microstation select
Workspace>=Configuration.

Workspace  Applications

Preferences...

Configuration...

Customize

Function Keys...
Button Assignments. ..
Digitizing

About Workspace

Figure 6-9: Workspace Configuration Menu
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4. From the workspace configuration dialog
box, select Symbology from the list on the
left.

Configuration : User [untitled]

File
Categony ;I Set symbology information,
Dresign Histary Symbology Resources LK
Engineering Links
Extenzions elee]
File S aving _I
Lewvels
MOL Development
OLE
Operation :
F'rl?nting Edit... Select. .. Delete Hew...
Frotection L :
Primary Search Paths 2Ranton
Feference m:ecadd_resource w8 304hstandardshresourcesheflb_linestyles rac -
Rendering/Images m:eadd_resource_ w8 304standardshresources\eflb_miscstyles.rsc
SecLrity m:hcadd_resource w8 304%standardshresourcesheflhd_drainage.rsc
Seed Filez mhcadd_resource_ w8 304standardshrezourceshellhdefa rsc
| Speling m:headd_resource w8 30%Wstandardshresources\fontrsc
Standards Checker c:\bentleywBiwork spacehapstem’ symbhacadlzty rac ;I
Syrmbology el
System Eny Dezcription
Tags 4, ligt of symbology rezource files. Files are opened in the order they
Temp and Backup Files appear in the list. The last ane in the st haz the highest pricnty. |f
Tranzlatior-CEk undefined, MicroStation looks in the curent resource path for a file called
TranslationGES "mzsymbrzc”. [MS_SYMBRSRLC)
Tranzlation-Step
User Commands (18]
izual Basic for Applicatic -
3 —I' For more optionz, click an the category list at left,

Figure 6-10: Configuration Symbology

5. Click on the Select button. This will allow the
user to select the EFLHD line style resource
files downloaded above (step 4).
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Select File List for Symbology Resources :_

Files: Directories:
| .4 30\Standards\Resources'

EFLH_LineStyles.rec [ 1N
EFLH_MizcStyles rac = Cadd_resource_wd
EFLHD Drainage.rsc = 30
efhd_E&5 rac [ Standards
[ | fontrsc = Resources
Done |
Cancel |
List Files of Type: Dirjves:
" ran | [ MAFh St Data’ =] Help |
File: List
c:hbentleyyBwork spacetaysterntsumbhfont_w rsc ;I Ldd
c:\bentlepyBhwork space’systermhaymbhinternat. rec
chbentleyyBvwork spacehsystemntaymbhlstyle. rsc j Eemove |

c:\bentleyyBhwork spacetsystembsymbiitruetype rac

Figure 6-11: Symbology Resources

6. Pick the path to the directory where the .rsc
files are stored from the upper right directory
box. Highlight the appropriate file(s) from
the upper left box, and then click the Add
button to add the desired file to the file list.
Repeat this procedure for each file to be
added.

7. Click the Done button.

8. The files will now be shown in the Expansion
window of the user configuration box.
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Configuration : User [untitled]

Dezign History
Enagireering Links
Extensgions

File S aving

Lewvels

MOL Developrent
OLE

Operation

Printing

Pratection

Primary Search Paths
Reference
Renderingmages
Security

Seed Files

Spelling

Standards Checker
Syrmbology

System Erv

Tags

Temp and Backup Filez
Translation-CGEM
TranzlationGES
Tranzlation-5tep
Uszer Cormmands
Wisual Basic far Applicatic )

Lategony ;I

Set symbology information.

Sumbology Resources

Cancel |

Edit... Select. .. Delete Hew... |

Expanzion

mhcadd_resource w8 304standardsiresourcesheflh_miscatyles o
mhvzadd_resource w4 30standardsrezourcesheflbhd_drainage.rsc
m:Acadd_resource_wBh 304standardshresources\eflhd_eks rsc
mhvcadd_rezource w8 304standardsrezourceshfont rec

m:cadd_resource_ w8 30hstandardshresourcesheflb_linestyles.rac j
c:\bentleyyvBwork spacehavstem’ symbhacadlsty rac ;I

[rescription

A list of spmbology resource files. Files are opened in the order they
appear inthe lizt, The last one in the Bist haz the highest prionty., 1F
undefined, MicraStation looks in the current resource path for a file called
"mzeymbrzc”. [MS_SYMBRSRLC)

P T

For more options, click on the category list at left,

Figure 6-12: User Configuration Symbology

9. Click the OK button. The user will see a
Microstation alert dialog box asking if
changes to the configuration file should be
saved, Answer by selecting the Yes button.
The correct custom line styles will now be

available.
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Workflow 1 will allow user level configuration, which is not the
recommended method for the X30 standard files.

\ Workflow 1 — Resource file setup is for
N\ information only. EFLHD designers should
CAUTION not manually attach or edit configuration

variables. For EFLHD, the CADD
Coordinator sets the configuration variables.
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