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Use sandbags to construct
temporary barrier

Permanent culvert
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LN
— — — ~
e
~ . Ve
~ s
/L
—
N —
\ \ o Limits of earthwork
-+ \
Permanent natural channel
. . *.
Temporary diversion channel
with plastic liner or riprap
Use sandbags to prevent
\ backflow into natural channel
PLAN

DIVERSION CHANNEL

REG | STATE PROJECT SHEET NO.

I. Unless otherwise shown, dimensions are in
millimeters.

2. See Erosion Control Schedule for riprap
class, channel dimensions and quantities.

3. Use plastic liner or riprap along the
entire length and width of the temporary
diversion channel.

4. Construct channel at a minimum grade
of 0.5 percent.

5. Do not construct with longitudinal joints
if using a plastic liner. Bury the upstream
edge of the liner a minimum of /50 mm
deep and secure with riprap or sandbags.

Bury plastic liner 150 deep

Silt fence (typ.
when scheduled)

and secure with sandbags (typ.)
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SECTION A-A
PLASTIC LINED DIVERSION CHANNEL

Silt fence (typ.
when scheduled)
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Riprap lining Sandbags

Geotextile, type IV b Riprap lining

SECTION A-A
RIPRAP LINED DIVERSION CHANNEL

NO SCALE

Geotextile, type IV b
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