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NOTES:

Unless otherwise shown, dimensions are in
millimeters.

Use end sections on [:4 to [:6 slopes only. Use
toe plate extension where shown on the plans.

Fabricate safety and longitudinal bars from
steel pipe conforming to ASTM A53 schedule
40 specifications. Galvanize bars hot dipped
after fabrication.

A longitudinal bar is required for cross drainage
end sections when the span is greater than
750 mm. Use additional longitudinal bars if
spacing exceeds 750 mm on larger end sections.

Safety and longitudinal bars are not required on
750 mm and smaller cross drainage end sections.

%) ~ . 6. Safety bars are not required on 450 mm and
Reinforced edge full - * T Mastic where smaller parallel drainage end sections.
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hickness s o s 3:‘ Form 68 x I3 corrugations METAL END SECTIONS FOR ROUND PIPE CULVERT
end section) —— L 200 ‘ e Mg B G”dTG”GCh with Type | strap DIVENSIONS IN MILLIMETERS
y P y 1t et or Type £ threaded rod. PIPE | (MIN.) OVERALL
DIA. | THICK A H w WIDTH SLOPE| L SLOPE| L
Overall widlh FOR METAL ROUND PIPES FOR METAL ROUND PIPES 750 mm FOR ALL SIZES OF CONCRETE
375 mm THRU 600 mm AND LARGER. FOR PIPE ARCHES ROUND OR PIPE ARCHES 450 | .63 | 200 | 150 | 600 | /000 | I:4 | 800 | 1:6 | 1200
525 x 375 MM AND LARGER 600 | .63 | 200 150 750 1150 1:4 1400 1:6 | 2100
FRONT VIEW TYPE * TYPE *2 TYPE *3 750 | 2.77 | 300 | 225 | 900 | 1500 | 14 | 2000 I:6 | 3000
900 | 2.77 | 300 | 225 | /050 | 1650 14 | 2600 | [:6 | 3900
PIPE ARCH CULVERT CONNECTOR DETAILS 1050 | 2.77 | 400 | 300 | /200 | 2000 | I1:4 |3200| I:6 |4800
1200 | 2.77 | 400 | 300 | 1350 | 2150 1:4 | 3800 | I:6 |5700
Edge of sidewall sheet 1350 | 2.77 | 400 | 300 | 1500 | 2300 | 1:4 |4400| 1:6 |6600
MI2 carriage rolled snugly against L1 (min.) dia. 1500 | 2.77 | 400 | 300 | 1650 | 2450 | -4 | 5000 I:6 | 7500
galvanized head steel rod galvanized steel
bolts (typ.) rod or *3 galvan/zed
Weld fongifudingl bar relnforcing bar METAL END SECTIONS FOR PIPE ARCH CULVERT
to safety bar (typ.) DIMENSIONS IN MILLIMETERS
3 (approx.) EQUIV. (MIN.) OVERALL
pp Dia. | SPAN | RISE | ! A H W ypry [SLOPE| L |SLOPE| L
boraliel SECTION A-A Corrugation sized 450 | 525 | 375 | 1.63 | 200 | 150 | 675 | 1075 | /-4 | 500 | 16 | 750
safety bars / fo fit pipe 600 | 700 | 500 | 1.63 | 200 | 150 | 850 | 1250 | 14 | /000 | /:6 | I500
750 | 875 | 600 | 2.77 | 300 | 225 | 1025 1625 1:4 14900 | 1:6 | 2100
900 | 1050 | 725 | 2.77 | 300 | 225 | 1200 1800 1:4 1900 | I:6 | 2850
Plpe 1050 | 1225 | 825 | 2.77 | 400 | 300 | 1375 2175 4 | 2300 [1:6 |3450
M2 carriage \ 1200 | 1425 | 950 | 2.77 | 400 | 300 | 1575 | 2375 4 | 2800 | [:6 | 4200
golvanized \ | 1350 | 1600 | 1075 | 2.77 | 400 | 300 | 1750 | 2550 | i:4 | 3300 1:6 | 4950
head bolts (typ.) SECTION B-B 1500 | 1775 | 1175 | 2.77 | 400 | 300 | 1925 | 2725 | 14 | 3700 1:6 | 5550
1800 | 2075 | 1425 | 2.77 | 400 | 300 |2225| 3025 I:4 | 4700 | 1:6 | 7050
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