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Steel spacer tube
See Standard M6I7-29.
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NOTES:

.

Unless otherwise shown, dimensions are in

millimeters.

Of fset drill an additional hole on posts |/
through 6 to attach wood blocks for rubrail

and/or the rubrail.

Offset drill wood blocks for rubrail to sit

squarely on the post flange on posts |/

through 4. Secure blocks to posts 2 and 4.
Secure rubrail and blocks to post flange on

posts 1,3, and 5 use MI6 carriage bolts.

Do not bolt W beam to posts and blocks at

posts 2 through 4.

Reinforced concrete wall or bridge parapet

must be capable of developing a 265 kN
pull out strength.

Furnish hardware in the metric sizes shown.
Equivalent imperial sizes may be used when

metric sizes are not available.

M22 x 350 H.S. hex bolts with
bearing plate or an approved
Concrete insert anchor assembly.

Guardrail blocks not shown for clarity ‘
| 475 475 | 475 | 475 475 | 950 | 950 950 950 Standard post
™ i
250 ‘ section
(min.) .
Bent plate rubrail
[ B See Standard M617-29.
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Steel spacer tube
See Standard M617-29.
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PLAN
Pay Limits Connection to Structure | Pay Limits Guardrail
| 2100 | System G4
Terminal LIS Mi6 x 255 button head bolt and recess nut
ector m with a rectangular plate washer under the Back-up plate
_ / ’co ?c 0 - _ i Med \ﬂ bolt head and a steel washer under the nut.
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M6 x 150 expansion o o o Do Do o Lo N
anchor bolt (typ.) 1220 %50 o N Lo 5 A\ﬁr o , A\f/ NN .
CI50 x 12.2 rubrail Lo ent plate rubrai . Lo
Son Standerd WEI7-29, See Standard MEI7-29. Edge of pavempnf or grpund line
. at face of rail as applicable. ¢
Reinforced concrete wall Wood blockout See N N N N - 19, G -
or bridge parapet Standard M6/7-29 Do Do Do Do Do Do Do U.S. DEPARTMENT OF TRANSPORTATION
Attached to rubrail Lo - Lo Lo Lo o Lo FEDERAL HIGHWAY ADMINISTRATION
with MIO x 75 bolt i / i i 23 33 i 34 i i 53 37 i 383 FEDERAL LANDS HIGHWAY
[Ep_— B Ll Ll [E—_— Ll Lt METR'C STANDARD
MI6 carriage bolt with G4 BEAM GUARDRAIL
nut and washer (typ.). CONNECTION TO STRUCTURE
SAFETY SHAPE FACE
STEEL POSTS
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