10:56:44 AM M:Standard\E ngllsh\dt605x02.dgn

0272672003

Var.(20' to 30')
45° i

)

Var.Lt.or Rf. /\K\Q Roadway
< v

10" min.(Typ.) N

NOTE:

I. Location of pipe underdrains may
be adjusted by the CO.

2. Minimum grade of underdrain is 0.5,

HERRINGBONE DRAINAGE PATTER?\TOB of £l _
(PARALLEL TO ¢)
V> - 357/77?)(.\ -~
Cut to fill transition Ine
V\\/ - (Typ.)
S
N
- - 8
§ X\Q Roadway
10
min.
N Top of cut
A ] I
5 <\7'oe of flil /
HERRINGBONE DRAINAGE PATTERN
(PERPENDICULAR TO g)

Original ground

2

FOSPRROE,
o) OQQOQOS 8‘%

QReSCR .
B ——— Granular backfill material for
underdrains,encapsulated

with Geotextlle, Type I-E

2-8"(min.)

SECTION A-A

/‘\Underdra/‘n pipe diameter D

REG | STATE PROJECT SHEET NO.

Embankment / —

—
—
—
—

_— W\J Original ground

—

Granular backfill material for
underdrains,encapsulated
with Geotextile, Type I-E

derdrain pipe diameter D
/.Un erdrain pipe

DIAMETER (D) WIDTH (W)
4// /2”
6// /5//

—
—
—
—
—
—

T /\4 Original ground

Granular backf1ll material for
underdrains,encapsulated
with Geotextile, Type I-E

Underdrain pipe diameter D

U.S. DEPARTMENT OF TRANSPORTATION
FEDERAL HIGHWAY ADMINISTRATION
EASTERN FEDERAL LANDS HIGHWAY DIVISION

DETAIL

UNDERDRAIN,
FOR FILL SLOPES

DETAIL APPROVED FOR USE --/---- DETAIL

REVISED: E605_2




