M:Standard\E ngllsh\st50/ x03.dgn

11:43:11 AM

0272672003

_Ou

Existing 3-0"
longitudinal joint ~ ¥ //f Place bond breaker

T | & ] T
. éé Eg¥ *5 Tie bars x 30"

Traffic —> k= ¥ o 260
_E X/_Sﬂ_n_g _sho_u/d_er _________ ~t~— Full depth saw cuts
_____________________ (all sides of patch)
Repalr

2" (typ) Length "DIA Dowels x 18"

T2 T

*8 Tie bars x 18" © 12" ¢
- ___@‘_/ZLcc____xi % _L
“TIC S L

Exx~smﬁcﬁc@5f_::::::::—_—— -+- 1

pavement
Existing base

METHOD A

Existing transverse jolnt

#5 Tle bars xk
/ e 2-6"cc

-2 W5.5/W5.5

6" x 12"Wire mesh

Existing
longitudinal joint

Traffic =>

&y

Existing shoulder

2" (lyp) *8 Tle

*8 Tie bars x 18" © /12" cc

e [2'cc

- 'y
Exisiing comoreie I ] | 4(— F—— T

Existing transverse joint

REG

STATE

PROJECT

SHEET NO.

~— Existing transverse joint

*5 Tie bars x 3-0" 6-0"
e 2-6"cc (Min.) Existing
longitudinal joint ~
;; Full depth saw cuts ;;
éé (all sides of patch) éé Traffic -
Existing shoulder
| Repair tengtn |
g T; gl o I"DIA Dowels x 18" 2 (typ) *8 Tle bars x 18"
8 Tie bars x I8 © 12" cc (dows assembly) e 12'cc
e l2cc _ __ __ _ Vi _ N L
1 N fl-\‘ Y —lre |

Existing concrete L o W55 /W55

pavement . -

Existing base 6" x 12"Wire mesh

METHOD C
| Ewisting transverse Em}% __________________ ~ 6_ OT Existing transverse joint ————=
# H el N
Exlsting (Win) @5 27—/2 ggrs x 370 (Min.)
longitudinal joint ~
gg Full depth saw cuts E;
Traffic l:ll> EE (all sides of ,DGfCh) EE
Existing shoulder
" Repdir length |
2" (typ) 2" (typ)

I"DIA Dowels x 18"
*8 Tie bars x 18" © [2"cc (dowel assembly)
e 12'cc \Y - J

pavement -2 W5.5,/W5.5 pavement
Existing base 6" x 12"Wire mesh Existing base
METHOD B
Notes:
. Drill holes for the dowels and tie bars simultaneously 3. See STD. 501-4 for pavement repair saw cuts
to the required depth using frame mounted drills which for lift-out method.
will maintain the drills parallel to profile and longitudinal 4. Orient wire mesh so that the 12-inch dimension parallels

joint.

2. Provide epoxy coated tie bars and dowels.

the existing longitudinal joint.

5. An approved two-piece longitudinal tie device may be used
In lieu of the No.5 tie bars.
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METHOD D

6. Construction joints that use No.8 tie bars will not
require sealing.

7. See STD.50/-1 for reinforcement for full depth concrete
pavement repair.
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